
 
Tusk Enduro Lighting Kit Battery Pack 

 
This battery can be used to provide power to the Tusk Enduro Lighting kit on machines 
that are not equipped with a 12 volt battery.  This battery is capable of running the 
Enduro Lighting kit’s LED tail/brake light, LED turn signals, and horn for several hours.  
It is not capable of running a headlight and is only intended to be used with the Tusk 
Enduro Lighting kit. 

 
For optimal performance and longevity, please follow the instructions below. 
 
Charging and maintenance – To ensure the maximum 
“memory” and life of your battery pack, fully charge 
the battery pack before using.  The Tusk 1 amp battery 
charger is recommended.  Do not exceed 1 amp when 
charging – Use 1 amp or less to charge  the battery or 
it could explode or be damaged.  A connector with 
wire leads is included with the battery pack to make it 
easy to charge.  Simply connect the wire leads to the 
pack and connect the battery charger’s alligator clips to 
the wire leads - Red (+), Black (-).  Caution: Do not let the positive and negative wire 
leads touch each other or else fire and/or damage to the battery pack could occur! 
 
As with all rechargeable batteries, the battery pack should be fully drained and recharged 
to maintain maximum life. 
 
Mounting – The battery leads from the Tusk Enduro Lighting kit should lie right above 
the motorcycle or ATV air box.  It is recommended the battery be positioned in this area, 
either directly in the airbox or in a place where the battery pack will be protected from 
moisture and impact of any kind. 

1. Locate the best area for the battery pack.  Make sure the leads from battery pack 
and the wiring harness will reach each other (if not, you may need to extend the 
leads from the wiring harness.  Make sure the proper connections and insulation 
on the wires and connections are used). 

2. Clean the surface that the Velcro will be adhered to thoroughly.  Contact cleaner 
or rubbing alcohol is suggested.   

3. Apply the “hook” side of the Velcro to the machine and the “loop” side to the 
battery pack.  Attach the battery pack to the machine.  Note, depending on the 
location of the battery pack, you may need to secure the battery using a strap or 
zip ties. 


