
Spare Tire Carrier Kawasaki Teryx 4 

Part #1763940015 

Congratulations on your purchase of a Tusk Product. The Tusk spare Tire Carrier not only provides a se-

cure mounting location for your spare tire but also gives your side by side a sleek Baja style appearance. 

Like all Tusk products, our carriers are built to last, with strength and quality in mind. Please take note of 

the information and instructions below to get the most out of your Tusk Product.  

Instructions 

1. Place your machine on a clean, flat, 
even surface. 

2. Start your install by removing the 
two factory flange bolts that are 
found on the rear of the UTV’s roll 
cage shown in (Fig. 1). Note: These 
two bolts will not be re-used for the 
remainder of the install. 

3. Next, take the flat plate and (2) M8 x 
25mm flange bolts. Loosely thread 
the bolts thru the plate and through 
the existing roll cage brackets as 
shown in (Fig. 2). 

4. With the flat plate now in place locate 
the support mounting plate (Fig.3). Take  
hardware (6) M8mm x 60mm flange 
bolts and (6) M8 Nyloc nuts. Using the 
supplied hardware sandwich the roll 
cage between the two mounting plates. 
NOTE: The flat surface on the support 
plate needs to rest flat on top of the roll 
cage as shown in (Fig.4).  

5. With the support plate resting flat on the roll cage, now go ahead and securely tighten all the hardware 
up to this point.  

Contents/Hardware List: 

 (1) Support mounting plate  

 (1) Studded mounting plate 

 (1) Flat mounting plate 

 (6)  M8 Flange Nyloc nut 

 (6) M8 x 60mm Flange Bolt 

 (2) M8 x 25mm Flange Bolt 

 (4) M10 x 25mm Hex Head Flange Bolt  

 (4) M10 Serrated Locking Flange Nut 

Safety Information:  Please review and understand the instructions fully before proceeding.  If you do not feel confident in per-

forming the outlined steps or lack the appropriate tools, have a qualified mechanic perform the install.  
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6. Locate the studded plate and (4) M10 x 25mm hex head 
flange bolts, (4) M10mm serrated locking flange nuts. 
Thread the hardware thru both plates with the wheel 
studded plate on the outside orientation shown in (Fig. 5) 
leave hardware loose for now, these will need to be ad-
justed. 

7. Next, take your desired spare tire and wheel (Tire, wheel, 
and lug nuts not Included) lay a straight edge flat across 
the tire. Take a measurement from the center of the 
wheel mounting hub to the straight edge as shown in 
(Fig. 6)  

8. Next, take a second measurement from the back of the 
roll cage to the base of the studded mounting plate 
shown in (Fig. 7) Adjust the studded mounting plate for-
ward or backwards using the (4) M10 x 25mm hex head 
flange bolts to match the measurement in step 7, tighten 
bolts accordingly. 

9. Install your spare tire and wheel on the Tusk Spare Tire 
Carrier. The inside of the tire needs to rest up-against the 
roll cage as shown in (Fig. 8). If adjustments need to be 
made, remove the tire and repeat step 8.  

10. Finally, go back thru and make sure all hardware is 
properly tightened. Note: Periodically go back thru and 
check that all hardware is tight.  

Congratulations!  You’ve now installed your new Tusk Spare 
Tire Carrier. 
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