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Tusk Pannier Racks: KTM 1190 

 Congratulations on your purchase of the Tusk Pannier Racks. 

These racks are made to handle extreme adventure riding, but work 

great for the commuter as well. Please take note of the information and 

instructions below to get the most out of your Tusk racks and panniers. 

Note: For instructional videos, refer to www.rockymountainatvmc.com/videos. 

Assembly: Before you throw any packaging away, make sure you received all the necessary hardware: 

  

 

Rack Hardware 

8mm x 50mm Hex Bolt (1) 

8mm x 40mm Hex Bolt (1) 

8mm x 30mm Allen Bolt  (1) 

8mm x 25mm Hex Bolt  (6) 

6mm x 25mm Hex Bolt (4) 

8mm ID Washer  (1) 

8mm Nylock Nut  (1) 

6mm ID Washer  (4) 

6mm Nylock Nut  (4) 

 

 

 

  

 

Tools Required 

(Not included) 

5mm Allen Wrench 

10mm Hex Wrench (x2) 

13mm Hex Wrench 

 

Use of thread lock is recommended. 

  

Rack Parts 

Left side hoop rack (1) 

Left side box mount (1) 

Right side hoop rack (1) 

Right side box mount (1) 

Rear rack brace  (1) 

Internal box support bar (2) 

Rotopax mounting bar (1) 

 

Box Mounting Hardware 

8mm x 30mm Marking Bolt (1) 

8mm x 25mm Allen Bolt   (8) 

8mm x 20mm Allen Bolt  (6) 

8mm x 20mm Hand Knob Bolt (2) 

8mm Externally Serrated Washer (2) 

8mm Hex Flange Nut  (14) 

8mm x Flat Washer  (22) 

 

Caution: Before each of your adventures, check the 

pannier rack to ensure hardware is properly tightened. 

Rack Installation 

1. Remove Case Bars and Suitcase Hooks from the bike, if 

installed. (Fig. 1) 

 

2. On the Right (exhaust) side of the bike, position the right 

side hoop rack over the mounting holes.  

While supporting the pannier rack to avoid contact with 

the exhaust components, start an 8mm x 25mm Hex Bolt 

through the rearmost pannier rack mounting tab hole and 

thread into the subframe. Leave loose until all bolts are 

installed. (Fig. 2) 

 

3. While continuing to support the pannier rack to avoid 

contact with the exhaust components, start an 8mm x 

50mm Hex Bolt into the upper front mounting tab hole, 

through the subframe hole, and thread into the Exhaust 

Bracket. Leave loose until all bolts are installed. (Fig. 2) 

 

4. Start an 8mm x 40mm Hex Bolt into the lower front 

mounting tab hole, through the subframe hole, and thread 

into the Exhaust Bracket. Leave loose until all bolts are 

installed. (Fig. 2) 

 

5. Start an 8mm x 25mm Hex Bolt into the center mounting 

tab hole and thread into the subframe. Leave loose until 

all bolts are installed. (Fig. 2) 

Fig. 1 

Fig. 2 

http://www.rockymountainatvmc.com/videos
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Rack Installation (continued) 

6. On the Left side of the bike, position the left side hoop rack 

over the mounting holes.  

While supporting the pannier rack, start an 8mm x 25mm 

Hex Bolt through the rearmost pannier rack mounting tab 

hole and thread into the subframe. Leave loose until all 

bolts are installed. (Fig. 3) 

 

7. While continuing to support the pannier rack, start an 8mm 

x 25mm Hex Bolt into the upper front mounting tab hole 

and thread into the subframe. Leave loose until all bolts are 

installed. (Fig. 3) 

 

8. Start an 8mm x 25mm Hex Bolt into the lower front 

mounting tab hole and thread into the subframe. Leave 

loose until all bolts are installed. (Fig. 3) 

 

9. Start an 8mm x 25mm Hex Bolt into the center mounting 

tab hole and thread into the subframe. Leave loose until all 

bolts are installed. (Fig. 3) 

 

10. If installing optional Rotopax mounting bar, skip to relevant 

section below. 

 

11. Position Rear Rack Brace against the mounting points on 

the rear of the pannier racks. 

Install (2) 6mm x 25mm Hex Bolts per side, through the 

Rear Rack Brace plate, through the Pannier Rack plate, 

then though a 6mm Washer and thread into a 6mm Nylock 

Nut. (Fig. 4) 

 

12. Tighten all bolts. 

  

Installing Optional Rotopax Mount Bar 

(Rotopax mount not included) 

1. Position the Rotopax mounting bar outside of the tab on 

the left side hoop rack. Start the 8mm x 30mm Allen Bolt  

from the inside of the rack, through the hole in the tab, the 

mounting bar, through the 8mm Inner Diameter Washer, 

and thread into the 8mm Nylock Nut. Leave loose until bar 

is rotated into final position. (Fig. 5) 

 

2. Attach the Rotopax mount (not included) to the mounting 

bar extending towards the bike wheel. (Fig. 6) 

 

3. Rotate the mounting bar so the rear holes line up with the 

holes in the rear plate on the pannier rack hoop. 

Position the Rear Rack Brace against the mounting points 

on the rear of the pannier racks. Install (2) 6mm x 25mm 

Hex Bolts per side, through the Rear Rack Brace plate, 

through the Rotopax Mounting Bar on the left side, the 

Pannier Rack plate, then though a 6mm Washer and thread 

into a 6mm Nylock Nut. (Fig. 7) 

 

4. Tighten all bolts. 

  

Fig. 3 

Fig. 4 

Fig. 5 

Fig. 6 

Fig. 7 
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Pannier Mounting 

Note: Most universal type pannier boxes can be mounted 

to the tusk pannier racks. Always refer to the instructions 

included with the boxes you are mounting. 

1. Install the mounting plates to both the left and right side of 

the pannier racks (pull the pull-pins back and make sure they 

engage correctly into the mounting plate). 

2. With the mounting plates in their proper position, hold up the 

panniers to the bike to find the optimal position for rider 

comfort and look. It is a good idea to have a friend hold one 

side up at a time while you sit on the bike to make sure you 

are comfortable with the position. 

Note: When positioning the pannier, keep the passenger’s 

leg, foot, and passenger peg in mind if you ever plan on 

having a passenger). 

3. Once the optimal position is found, mark the location of the 7 

mounting holes that will be required (this is best done while 

your buddy holds the box in place and you mark the holes 

with a marker). 

4. Carefully set your box down with the backside up. Remove the 

mounting plate and set it on the box to make certain your 

marks are aligned correctly (Measure twice, drill once!). Drill 

the holes just big enough to fit the 8mm mounting bolts 

(11/32” bit). 

5. Drill one pannier at a time. Once the first pannier is drilled, 

you may be able to use it as a template for the other side. 

Put the 2 pannier boxes back to back with the lids removed. 

Mark the pannier that hasn’t been drilled through using the 

holes in the drilled pannier. Again, using the correct 

mounting plate, double check the marks. Once the drill 

marks are correct with the mounting plate, confirm fitment to 

the bike and drill the holes. 

6. Bolt the mounting plates to the panniers using the button head 

allen bolts. Make sure the internal box support bar is used 

(flat bar) on the top 3 mount bolts (M8 x 20mm). Washers 

will be used on the other mount bolts (M8 x 25mm). The bolt 

will go in through the mount plate, into the box, through the 

internal mount bar, and into the nuts on the top 3 bolts. The 

bolts will go in from the inside of the box on the lower bolts, 

the nut will rest outside on the mounting plate. 

Note: The internal box support is critical for this pannier 

rack system. If not used, the weight of the box and gear 

will bend the mount plate and can lead to further rack 

damage and failure. 
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Pannier Mounting (Continued…) 

Adjustment 

7. With the mount plates mounted to the box, put the box on the 

rack. Check the tightness of the mount plate on the rack 

tubing. Check the alignment of the pull pin with the hole on 

the mount plate. If necessary, use washers to space the 

mount plate from the box (very likely on stiff aluminum 

panniers). Once adjusted with spacers, if minor adjustment 

for the pull-pin to fit properly in the mount plate hole is 

needed, a round file may be used. 

Caution: Make sure the pull pin drops completely into the 

hole on the mount plate every time you mount your 

panniers (Wiggle the panniers to help seat). If not checked 

and the pin didn’t seat correctly, the pannier could fall off. 

Keep the pin lubricated to aid in movement and 

engagement. 

Locking security knobs 

The pannier racks come complete with optional locking 

knobs that can be used with your panniers. This locking 

knob is an 8mm bolt with a plastic handle. Its purpose is 

to bolt the pannier box to the actual rack; so if the lids of 

the boxes are locked, the boxes will not be able to be 

removed from the motorcycle. The intent is to prevent 

theft as well as provide addition security to the box 

mounting. 

8. Mark the location for the hole used for the security knob: 

Install the provided 8mm x 30mm marking bolt into the 

threaded hole on the front top corner of the rack. Put the 

pannier on the bike and put weight on the pannier to make 

sure it is seated correctly in place. The head of the marking 

bolt will hit your pannier box. Use a small mallet and tap on 

the inside of the box where the marking bolt hits the box. 

This will leave a mark in the box in the location you will drill. 

9. Once the Box is marked in the exact location of the threaded 

hole on the rack, remove the box and drill the hole for the 

8mm knob bolt (3/8” drill bit). Remove the marking bolt from 

the pannier rack. 

10. Once drilled, mount the pannier box to the rack. Thread the 

security knob through the box and into the threads on the 

rack. Use the 8mm externally serrated washers on the knobs 

to prevent them from vibrating loose. 

Caution: Before each of your adventures, check the 

pannier rack and boxes to ensure hardware is properly 

tightened. Always make sure the boxes are securely 

attached to the locking pins. It is highly advised that the 

security knobs always be used for increased security and 

safety. Enjoy your adventures! 


